
Midwest Cover Inc. is a manufacturer, providing custom fabricated, premium materials to fi t virtually 
every fencing application. From a variety of windscreens, privacy screens, construction site screens 
to custom netting - we deliver top quality materials to your exact specifi cations.

Privacy Screening For Construction Jobsites 

or Custom Permanent Installation 

Many Different Degrees Of Closure & Durability Available Depending On Your Needs

construction screen on temporary panels - meeting city ordinances to block vision, dust and debris

add privacy to unsightly areas

Same day shipping on many products.
For unsurpassed quality, quick delivery and expert advice call today.

3500 179th St. Unit 8
Hammond, IN 46323
(800) 594-0744

phone (847) 277-1140

fax      (847) 277-1137

custom fabrication for any job

www.MidwestCover.com
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www.MidwestCover.com

Product Specifi cations

PermaScreen 70 PolyPro 95 Construction 85

From your construction jobsite to the high-end residence - we have the

right materials and experience to serve all your fencing needs - the right way!

Fabric: Vinyl Coated Polyester

Opacity: 70%

Weight: 9oz. per sq. yd.

Tensile Strength: 

Grab: 230lbs x 200lbs, Strip: 

200lbs x 140lbs

VCP: Open - 9 x 12 weave

3 Year limited warranty

Fabric: 100% Polypropylene

Opacity: 95%

Weight: 7.0oz. per sq. yds

Tensile Strength: 299 x 204

Colors: Dark Green or Black

Construction: 30 x 20

Weave: Plain

3 Year limited warranty

Fabric: 100% Polyethylene / 

Open Mesh

Opacity: 85%

Weight: approx. 5.1 oz. per 

sq. yd.

Tensile Strength: 300 x 205

Colors: Dark Green

3500 179th St. Unit 8
Hammond, IN 46323
(800) 594-0744

phone (847) 277-1140

fax      (847) 277-1137

advertise with custom logo imprintingfull line of sports netting

All fabrics to have four-ply sewn hems, reinforced with 18oz vinyl tape. 

Brass grommets shall be placed on maximum 18” intervals.

Supertrap
Page is trapped with Supertrap 3.0.41
Copyright 2002 Heidelberger Druckmaschinen AG

To view traps, delete traps or to get detailed trapping information, please download free Supertrap Viewer Plug-In from:
http://www.heidelberg.com

Settings:
Width: 0.051 mm  =  0.144 pt
Printorder: Black / Cyan / Magenta / Yellow / 
Step Limit: 25.0%
Common Density Limit: 0.50
Centerline Trap Limit: 100%
Trap Color Scaling: 100.0%
Image to Object Trapping: yes
Image to Image Trapping: yes
Black Width Scaling: 100.0%
Black Color Limit: 95.0%
Overprint Black Text: 12.0pt
Overprint Black Strokes: yes
Overprint Black Graphics: yes



